SLC SMARTONE ZIGBEE TO DALI DT8
/1-10V CONVERTER MONO/TW/RGB

/IRGB+TW

« Zighee to DALI Converter that easily lets you integrate your DALI or 1-
10V system against Zigbees Zigbee to DALI or 1-10V signal convertere
Mono, Tunable White, RGB and RGBWs DALI DT6: Mono dime DALI DT8:
TW, RGB, RGBWe- Can address DALI addresses, DALI groups, and
Broadcaste Switch for disconnectinge Built-in DALI power supplys Based on
the latest Zigbee 3.0 protocols Supports TouchLink communication with

other Zigbeedevices

Technical data
Product ID

DALI version

DALI Type

DALI DT8 Color Management Protocol
Exterior color

Operating temperature

Protection class

Housing

Degree of protection (IP)

Suitable for constant current

Suitable for constant voltage
Dimming 1-10 V

Dimming DALI

Dimming Zighee

Dimming interface

Input
Strain relief

Output
RGBW
RGB
Mono

Tunable White
logistics data
Brand
Imported by
D-Pak
D-pack length

D-pack width

S24021

DALI

DT8

RGBWAF
White

-20°C ~ +45°C °C
I

Plastic housing
1P20

Yes

Yes

Yes

Yes

Yes

PushDim

Yes

Yes
Yes
Yes

Yes

SLC

The Light Group

380 mm

270 mm
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2in 1 Converter with Relay DALIAdd.

Input Voltage: 110-240V AC D

Output Current 1x5A max >
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D-pack weight
D-pack height/diameter

D-pack quantity

M-pack length
M-pack weight
M-pack height
Number

M-pack width

F-pack width
F-pack weight
F-pack length

F-pack height

M-Pak

F-Pak

8000 g
280 mm

100 pcs

132 mm
7049

45 mm

25 mm

37 mm
60 g
95 mm

20 mm
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